
ATRA MASTER can mount on many drills in the market. 
The magnet bases of ATRA MASTER  hold the drills perpendicular to steel plates even on non horizontal places.

Standard accessories

• 5 mm Hex. Socket Screw Key : 1pc.
• 2.5 mm Hex. Socket Screw Key : 1pc.
• 7 x 8 mm Spanner : 1 pc.
• Retaining Bush E TP12556 : 1 pc.
• Rod Handle : 2 pcs.

• 35 x 41 mm Spanner : 1 pc.
• 6 mm Hex. Socket Screw Key : 1pc.
• 2.5 mm Hex. Socket Screw Key : 1pc.
• 7 x 8 mm Spanner : 1 pc.
• Fixing A Ass'y TA99742 : 1 set
• Chain : 1pc.
• Rod Handle : 3 pcs.

• 35 x 41 mm Spanner : 1 pc.
• 6 mm Hex. Socket Screw Key : 1pc.
• 2.5 mm Hex. Socket Screw Key : 1pc.
• 7 x 8 mm Spanner : 1 pc.
• Fixing D Ass'y TA99750 : 1 set
• Chain : 1pc.
• Rod Handle : 3 pcs.

• 35 x 41 mm Spanner : 1 pc.
• 6 mm Hex. Socket Screw Key : 1pc.
• 2.5 mm Hex. Socket Screw Key : 1pc.
• 7 x 8 mm Spanner : 1 pc.
• Fixing D Ass'y TA99750 : 1 set
• Chain : 1pc.
• Rod Handle : 3 pcs.

273mm

236mm

Specifications
Model

Power Source (Single Phase)

Rated Power Consumption W

Drilling Capacity (diameter) mm

Magnet Holding Power N (kgf)

Maximum Stroke mm

Magnet Dimensions mm

Height mm

Mass (Weight) kg

M-100

220~240 V  AC 50/60Hz

35

10

3,430 (350)

100

105 dia.

273

6.2

M-130A

220~240 V  AC 50/60Hz

35

13

5,880 (600)

175

141 dia.

397

16

M-250B

220~240 V  AC 50/60Hz

80

25

14,700 (1,500)

230

110 x 243

528

25.5

M-320

220~240 V  AC 50/60Hz

80

32

17,640 (1,800)

280

124 x 244

525

29

N.B. : The electric drill and drill mount fixture for it do not come with ATRA MASTER's.

Drilling Capacity : 10mm

Max. Stroke : 100mm

Mass (weight) : 6.2kg

397mm

377mm

Drilling Capacity : 13mm

Max. Stroke : 175mm

Mass (weight) : 16kg

528mm

461mm

Drilling Capacity : 25mm

Max. Stroke : 230mm

Mass (weight) : 25.5kg

525mm

514mm

Drilling Capacity : 32mm

Max. Stroke : 280mm

Mass (weight) : 29kg

Swivel Angle 
Front and Rear Movement

28mm330° 28mm330° 20mm

50°

Portable Magnetic Drill StandATRA MASTER

10


