
SANDING

Optional Parts For BABY BELTON 

PN Description Qty
TA9A064
TB00076
TB00077
TB00247
TB00248
TB00249
TA9A244

50 pcs.
50 pcs.
50 pcs.
50 pcs.
50 pcs.
50 pcs.
50 pcs.

Abrasive Belt Z#60 × 10 mm
Abrasive Belt Z#80 × 10 mm
Abrasive Belt Z#100 × 10 mm
Abrasive Belt Z#120 × 10 mm
Abrasive Belt Z#180 × 10 mm
Abrasive Belt Z#240 × 10 mm
Abrasive Belt AA#400 × 10 mm

Abrasive Belt for BB-10A

*1: #400 is Aluminium Belt.

PN Description Qty
TB07114
TB07115
TB07116
TB07117
TB07118
TB07119
TB07120
TB07125
TB07126
TB07127
TB07128
TB07121
TB07122
TB07123

20 pcs.
20 pcs.
20 pcs.
20 pcs.
20 pcs.
20 pcs.
20 pcs.
20 pcs.
20 pcs.
20 pcs.
20 pcs.
5 pcs.
5 pcs.
5 pcs.

Abrasive Belt Z#60
Abrasive Belt Z#80
Abrasive Belt Z#100
Abrasive Belt Z#120
Abrasive Belt Z#180
Abrasive Belt Z#240
Abrasive Belt Z#400*1

Abrasive Belt CE#60
Abrasive Belt CE#80
Abrasive Belt CE#100
Abrasive Belt CE#120
Finish Belt A-VF (Equivalent to #180)

Finish Belt A-M (Equivalent to #320) 
Finish Belt S-SF (Equivalent to #400)

Abrasive Belt for BB-20

PNEUMATIC BELT SANDER BELTON

Specifications

Standard Accessories

MPa {kgf/cm2}

m3/min

min-1
 (rpm)

m/min

mm

inch

kg

Model

Rated Air Pressure

Air Consumption (No load)

Motor Free Speed

Belt Speed

Belt Size

Hose Size

Mass (Weight)

BB-20
0.6 {6}
0.43

16,000
1,100

20 × 330
1/4
0.8

BB-10A
0.6 {6}
0.25

16,000
1,000

10 × 330
1/4
0.6

•Abrasive Belt Z#100 × 10 mm:1 pc.
                                   (on the body)
•Abrasive Belt Z#120 × 10 mm:1 pc.
•Abrasive Belt Z#180 × 10 mm:1 pc.
•Abrasive Belt Z#240 × 10 mm:1 pc.
•1.5 mm Hex. Wrench Key :1 pc.
•Cupla HA-65SN:1 pc.

•Abrasive Belt Z#60 × 20 mm:1 pc.
                                   (on the body)
•Abrasive Belt Z#120 × 20 mm:1 pc.
•Abrasive Belt Z#240 × 20 mm:1 pc.
•2.5 mm Hex. Wrench Key :1 pc.
•3 mm Hex. Wrench Key :1 pc.
•Cupla HA-65SN:1 pc.
•Shoe:1 pc.   •Dust Cover :1 pc.

Ideal for deburring, chamfering, 
bead grinding, and polishing applications

Deburring & chamfering of 
uneven edge and plate surfaces 

Detail finishing Deburning of 
thin materials

Curved and 
unique profiles

Belt rotation direction can be changed. Lever position can be changed for right or 
left hand operator convenience.

For left-handed 
user 

For right-handed 
user

BABY BELTON BB-10AModel
Belt Size
10 mm (W)

246 mm

79 mm

BB-20Model
Belt Size
20 mm (W)

249 mm

103 mm

• Compact and lightweight,
   yet powerful
• Alternative rotation direction
• Ergonomically designed for
   right or left hand operator
   convenience

• Compact and lightweight,
   yet powerful
• Alternative rotation direction
• Ergonomically designed for
   right or left hand operator
   convenience
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